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C;cound Raw , 4 7. 07 /' 2800 
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489 ~lastonite ;-J:~ 200 \\ 

f--''~~,---t-.IWMii.,.l::~.ao...a~-------~/'-+-/-' ~2~5~2--1----1~5;:..0 ---1---~~ 
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052 .4ttaoo11!ite Cla~ ./ · 2.52 150 

I.L.2 _Talc -~ 1.68 100 

21.5 Cellosize 0~0-H ~- 0,]1, 20 

~~--~2~00~------t-~Ke~l~t~o~s~~-------------------~-f~~O.~l~3-t----~8~-r--------l~ 
Pr~ative - Dowicil 75 ~ 8 j 451. 

470 VwAc Emulsion (5.81%_ on solids) 6.19"-.....1"-.. 368 40 

457 /. No!l_CO NXZ { defoamer) 0. 30 ~18 
/ Water - start :30.43 181~ 217 

/ Water - ad.iust to std. viscosity 2.81 167 
-. 

'· -. . 20 

1/ . ll 
( r-----------~~TO~T_AL~--------------------J--1_0~0~,0-D __ L-~5~9~4~9--L--------

I. 
MANUFACTURING INSTRUCTIONS: 

I 

l, See-Process Bulletin J-2, ! 
2, DTy.blend all powder materials 8 minutes. 
3. For PMG add 4 lbs. YellOVI Oxide per batch (Bulletin RM-J-190). I 4. For summer conditions add 8 gallons Ethylene Glycol per batch. 

I QUALITY CONTROL: 

TM-1 
TM-lA 
TM-3 
TM-6 
TM-7 

Viscosity, Vicat, 150 gm cyl @ 5 sec. 
Viscosity, Brookfield, cps. 
Tape Bond 
Application 
Workability 

17 - 20 nun I 
375,000 to 425,0001 
9 - 10 ' 
No lumps i j 
Equal to Standard i I 

: i 
1: 
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PRODUCT BULLETIN PREMIX JOINT CCMPOUND 
DRYWALL ACCESSORY DUAL-PURPOSE 

.PRODUCTS ' (NON-ASBESTOS) 

APPROVAlS . PRODUCING PLANT: 
.. ·SEATTLE 

.PROpUQT SPECIFICATIONS: 

Test Method 

TM-1 

TM-lA 

Viscosity, cylinder, 150 gm@ 5 sec. 

Viscosity, Brookfield, (cps) 

TM-2 

'Thl-5 

TM-6 

TM-7 

Thl-9 

Thl-10 

TM-12 

TM-14 

TM-18 

'Thl-39 

·. 

pH (Beckman meter) 

Bond @ 70°F & 40-70% R.H. 
@ 48°F & 70% R.H. 

Open Time @ 65-Bo"F (minutes) 
@ 100-110°F (minutes) 

Application 

Workability (hand or Ames tools) 

Shrinkage (cup method) , 

Edge Cracking Test 

Grit (total) 

Voids 

Water Resistance (~inutes) 

Paintability Test 

-. 
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17 to 20 nun 

375,000 to 425,000 

8.0 to 8.5 

9 - 10 
0- 1 

15 minimum 
4 miniiiiUlll 

No lumps 

Equal to Standard 

None 

0.05% maximum. All 
passing 80 mesh. 

Equal to Standard 

J mini= 

Equal to Standard 

KG2000810 
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